Tray Fluid Case Pallet
Code Top Out Depth 0z. Count Count
PT 100 6 1/32 x 10 29/32 117/32 42 1920 7,680
PT 101 6x83/8 11/8 24 630 15,120
PT 102 45/32 x4 5/32 11/4 6.5 2,250 54,000
PT 103 51/16 x 7 23/32 13/8 21 945 17,010
PT 104 51/8x61/32 111/16 16.5 945 17,010
PT 105 43/4x%43/4 113/32 10 1200 28,800
PT 106 51/16 x5 31/32 1 12 1400 33,600
PT 107 51/162 x5 31/32 11/4 14 850 20,400
PT 108 5x 6 15/32 13/8 16 900 21,600
PT 109 6 3/4 x 8 25/32 15/8 37 240 5,760
PT 110 61/16 x 7 15/16 13/4 32 540 9,720
PT 111 719/32x10 11/2 47 1650 6,600
PT 111EF 7 25/32 x 10 3/16 112 47 2200 8,800
PT 112 4x71/2 7/8 9.8 1134 27,216
PT 114 67/32x12 17/8 51.5 1296 5,184
PT 115 43/4x%43/4 1 7.5 1,380 33,120
PT 116 67/32x12 2 54 1296 5,184
PT 117 53/16 x 6 9/16 17/8 22 640 11,520
PT 118 5x 6 15/32 17/8 20 750 18,000
PT 122 531/32x 7 15/16 2 1/16 34.5 540 9,720
PT 123 61/16 x 7 15/16 11/2 27.5 540 9,720
PT 124 51/2x79/16 1 9/32 19.3 660 11,880
PT 125 55/16x7 3/8 13/8 16.9 560 10,080
PT 130 6 3/8x10 15/16 2 1/16 52.1 1,000 4,000
PT 131 57/8x71/4 1 3/16 18.4 3,600 14,400
PT 132 4x55/8 111/32 12.7 1,350 20,250
PT 136 77/8x101/8 21/4 64.6 1872 7,488
PT 137 8 19/64 x 11 5/32 2 19/64 76.3 1,250 5,000
PT 138 77/8x101/2 2 57.5 1,300 5,200
PT 139 65/8x91/4 21/16 433 1,320 5,280
PT 200 13 1/2 Round 5/8 250 6,750
PT201H | 53/32x5 1/2 Round 15/8 11.5 6,720 26,880
PT 209P 9" Paper Plate 5/8 1,000 16,000
PT 210 10 Round 3/8 500 10,000
PT 214 14 Round 5/8 250 6,750
PT 215 15 Round 5/8 250 4,500
PT 216 16 Round 5/8 250 4,500
PT 217 17 Round 11/16 225 4,050

note:

advantages:

N

Our company:

« State of the art process results in highest quality
printing and most consistent formation

» Unparalleled service

» Greatest value for your packaging dollar

« |deal for lower to moderate volume products, as well
as high volume products with national distribution

* (Quick turnaround of inexpensive prototype tooling for
line trials or market tests

Our products:

« Substantially less costly than CPET.

« Shorter lead times and lower tooling investment .. .
(start-up costs) to bring new products to market

« Suitable for use in conventional & microwave ovens

* More structural integrity (rigidity) at high temperatures
compared to GPET

« Unlike GPET will not fracture while frozen

= (iraphics capabilities up to 4 color registered print -
for establishing brand identity

« Product can be formed from various substrates for a
wide range of food and non-food applications




