
 Machinery Modified Atmosphere Tray Sealers
Foodpack Energy Foodpack 400 VSP

WEIGHT: 290 lbs (N) - 330 lbs (VG)
POWER CONSUMPTION: Sealing only models: 2,5Kw, VG Models: 3Kw
VOLTAGE: 208/220V  Single Phase   60Hz
ELECTRICAL REQUIREMENT: W/ 21 (1.25.HP) Busch Vacuum Pump – 20 AMP Breaker
AIR REQUIREMENT: 90psi (6 bar) Constant
AIR CONSUMPTION: 1 SCFM (Standard Cubic Feet Minute) @ 90psi
MAX SEALING AREA: 395 x 265 x 135h mm
MAX TRAY SIZE:   1 Tray per Cycle         395 x 265 mm
                            2 Trays per Cycle       187 x 265 mm
                            3 Trays per Cycle       118 x 265 mm
                            4 Trays per Cycle       122 x 187 mm
TECHNOLOGY:  MAP (Modified Atmosphere Packaging)  PROGAS ®

WEIGHT: 330 lbs (N) - 620 lbs (VG)
POWER CONSUMPTION: Sealing only models: 2Kw, VG Models: 3.5Kw
VOLTAGE: 208/220V  - 3 Phase  (V/G)
ELECTRICAL REQUIREMENT: W/ Busch  63m3 (5 HP) – 20 AMP Breaker
AIR REQUIREMENT: 90psi (6 bar) Constant
AIR CONSUMPTION: 1 SCFM (Standard Cubic Feet Minute) @ 90psi
MAX SEALING AREA: 395 x 285 x 135h mm
MAX TRAY SIZE:   1 Tray per Cycle          395 x 285 mm
                             2 Trays per Cycle       187 x 285 mm
                             3 Trays per Cycle       118 x 285 mm
                             4 Trays per Cycle       132 x 187 mm
TECHNOLOGY:  MAP (Modified Atmosphere Packaging)  PROGAS ® and SKIN (VSP)


