
 Machinery Modified Atmosphere Tray Sealers

PLATINUM SPEEDY VG MAP Tray Sealer

Description
 

This model is manufactured in excess of 100 every year, and is designed to meet the 
highest constructive Standards.
 
The machine is mainly constructed in stainless steel, Class protection IP65, and is
conceived to be a cost-effective model. Just a few of its strongest points: reliability,
easy cleaning and maintenance, simplified software for working parameters, many
available accessories which make the machine fully customized. PPG improves the 
Speedy performance with innovative technology to obtain either low consumptions or 
capacity increase. For instance, the Progas technology, as standard on the FOODPACK 
range, will reduce the gas consumption of 40% than traditional solutions, while the
mechanical Speedy version avoids the cost of compressed air and reduce the
maintenance ones. 



•  Seafood Processing Plants (NOTE: this machine is VSP capable with 10K Film)

•  Meat and Poultry

•  Contract Packaging (Co-Packing)

•  Produce Processing Plants

•  Pasta

•  Ready Meals – Entrees

•  Baked Goods

•  Hummus, Salsa, Dips, and much more…

Tested and approved for HPP (High Pressure Processing) quality seals and 10K Skin/VSP 
Film, to plastic trays and/or boards.
 
***ASK ABOUT OUR EQUIPMENT FINANCING SOLUTIONS, INCLUDING 0% FOR 
QUALIFIED CUSTOMERS***
 
*All the companies of the PPG operate according to ISO 9001:2008 compliance and their 
organization of production is fully internal. Before delivering, each machine undergoes the 
scrutiny of strict internal test procedures, carried out with the packaging materials 
received from customer. This procedure verifies that the product is in compliance with 
both the customer and the regulations in force with the manufacturer

*Tested and approved for HPP (High Pressure Processing) quality seals.

This machine serves the following industries:



Max sealing area 380 x 270 mm x 135 mm (h) 

Electrical 220V-230V 3 Phases + Ground – 60 Hz 

Recommended Breaker size w/ Standard Busch 63 (3 HP) – 30 AMP Breaker 

Max film OD 200mm and/or 50lbs.  

Compressed Air required Yes 

Compressor included No (Please speak to your dealer to assure proper pump) 

Air requirements 6 bar (90 psi) Constant Pressure ***Dryer Suggested*** 

CFM 8-10 (standard) CFM 

Compressed Air consumption 14 CFM (@ 6 bar – 90 psi) 

Machine weight 1,600lbs 

Gas Connection ½”  

Pneumatic Connection 10mm Diameter 

Protection class IP 65 

Safety Certification CE 

Stainless Steel Grade AISI 304-2B 

PLC By Mitsubishi 

Output (application dependent) 
Sealing Only = 10 cycles per minute 

Mod. Atm. Pkg = 7-10 cycles per minute 

Equipment Origin Mortara, Italy  



Vacuum / Gas Chamber: Located within the base on the SPEEDY VG is a 63 m3 (3HP) 
BUSCH pump, with vacuum and gas valves that are directly connected to the mold. Thanks
to the Patented Progas canalization the machine can achieve very low residual Oxygen and 
therefore increases the output of the machine. 

The vacuum/gas parameters are operated through the board and controlled by an electronic 
transducer. In case for any reason the parameters set are not achieved, the machine auto-
matically stops.    

If using high oxygen content in MAP Process, an oxygen kit must be purchased. Speak to your 
PPG representative prior to ordering if this is the case. 

    

 

 

 

 


